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LOCKING BOLTS - TIGHTEN SEQUENTIALLY

ALLOW MIN 25mm (0.98")
ADDITIONAL FOR CABLE BEND
RADIUS

INTERCHANGABLE LIGHT ENGINE

EARTH TAB

SCALE 1 : 2

ISS REV STATUS DATE CHANGE DRAWN CHECKED APPROVED

A00 A REL 09/02/2018 DWL DWL APH

A00 B REL 13/02/2018 DWL DWL APH

SPECIFICATION
M12 M24CC M24 HIGH POWER

LUMENS 6100 6500 8500
WATTAGE 70 65 65
CURRENT 5 Amps @ 12v

2.6 Amps @ 24V
5 Amps @ 12v

2.6 Amps @ 24V
5 Amps @ 12v

2.6 Amps @ 24V
No. LEDs 12 24 24

BEAM ANGLE 60 DEG FWHM 60 DEG FWHM 60 DEG FWHM
LIGHT DIA 85mm 3.35" 85mm 3.35" 85mm 3.35"

LIGHT HEAD HEIGHT 4mm 0.16" 4mm 0.16" 4mm 0.16"
LIGHT OVERALL LENGTH INC CABLE GLAND 130mm 5.15" 130mm 5.15" 130mm 5.15"

MOUNTING HOLE PCD N/A N/A N/A
HULL CUTOUT DIA 63mm 2.48" 63mm 2.48" 63mm 2.48"
LIGHT APERTURE 48mm 1.89" 48mm 1.89" 48mm 1.89"

WEIGHT 800 GRAMS 800 GRAMS 800 GRAMS

LENS 8mm BOROSILICATE WITH ANTI-STICK 
COATING

8mm BOROSILICATE WITH ANTI-STICK 
COATING

8mm BOROSILICATE WITH ANTI-STICK 
COATING

SPACE REQ'D FOR LIGHT ENGINE REMOVAL 150mm 5.91" 150mm 5.91" 150mm 5.91"
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TOLERANCES ON ALL DIMENSIONS 
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WHOLE UNITS:

ONE DECIMAL PLACE:

TWO DECIMAL PLACES:

ANGLES:

 

ALL UNSPECIFIED CHAMFERS:

BREAK ALL SHARP EDGES:

THIRD ANGLE 
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150.0  MINIMUM CLEARANCE REQUIRED BEHIND LIGHT ENGINE

FOR LIGHT ENGINE REMOVAL AND INSTALLATION

B

SECTION A-A

INSERT LIGHT HOUSING
AND TIGHTEN LOCKING RING
USING BOLTS TO TORQUE SPECIFIED
WITHIN INSTALLATION DOCUMENT

WATERLINE

PERMANANT MARINE
GRADE ADHESIVE SEALANT
INGRESS PATH 2

DETAIL B
SCALE 2 : 1

INGRESS PATH 2

INGRESS PATH 1
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